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CAUDWELL MARINE AXIS DRIVE 
SPECIFICATIONS & STANDARDS

V6 

 

   

AXIS DRIVE MODELS   

ENgINE TyPE   V6 DOhC VVT SCi  V8 DOhC VVT SCi  V6 WITh TWIN PARALLEL 

       SEQUENTIAL TURBOS 

hORSEPOWER @ PROP   350  450  270

MAX RPM   6200  6200  4000

DISPLACEMENT   3500 cc  4500 cc   2993 cc

MAX TORQUE APPROX. (N.M)    474  585  600

CyLINDERS   6  8  6

ALTERNATOR OUTPUT @ WOT   120 AMPS  120 AMPS  120 AMPS

COMPRESSION RATIO   10.3:1  10.5:1  16.0:1

COATINg   AWLgRIP  AWLgRIP  AWLgRIP

FUEL/INDUCTION SySTEM     MPI WITh VARIABLE VALVE MPI WITh VARIABLE VALVE ELECTRONIC

   TIMINg & EXhAUST  TIMINg & EXhAUST FUEL INjECTION

   MANAgEMENT  MANAgEMENT

DIgITAL ThROTTLE & ShIFT   STANDARD  STANDARD  STANDARD

SOFT ENgAgE ELECTRO -hyDRAULIC CLUTCh  STANDARD  STANDARD  STANDARD

STEERINg   PAS & hyDRAULIC  PAS & hyDRAULIC PAS & hyDRAULIC

START IN-gEAR PROTECTION    STANDARD  STANDARD  STANDARD  

CLOSED COOLINg    STANDARD   STANDARD   STANDARD

WATER DRAIN SySTEM    STANDARD   STANDARD   STANDARD

ENgINE LUBRICATION                                                                       MODIFIED WET SUMP ON ENgINE                                                

POWER-TRAIN LUBRICATION                              DRy SUMP, DIPSTICK ChECK & FILL WITh EXTERNAL OIL DRAIN  

IgNITION SySTEM                            ELECTRONIC                                       COMPRESSION

STARTINg SySTEM     TOUCh & RELEASE  TOUCh & RELEASE TOUCh & RELEASE

gEAR RATIOS   1.867 : 1.680  1.867 : 1.680  1.626 - 1.382 

C.A.R.B RATINg *   4 STAR  4 STAR   EPA TIER 2 AT LAUNCh

       & TIER 4 By 2012 

WEIghT (DRy)   370 Kg  390 Kg  380 Kg

TRIM SyNChRONIzATION (TWIN ONLy)   STANDARD  STANDARD  STANDARD

RPM SyNChRONIzATION (TWIN ONLy)   STANDARD  STANDARD  STANDARD

RPM hOLD  / SPEED CONTROL   STANDARD  STANDARD  STANDARD

EXTERNAL TILT SWITCh   STANDARD  STANDARD  STANDARD

DUAL RATE POWER TRIM AND TILT   STANDARD  STANDARD  STANDARD

ThERMOSTATIC COOLINg SySTEM   STANDARD  STANDARD  STANDARD

CONSTRUCTION   STAINLESS STEEL  STAINLESS STEEL STAINLESS STEEL

5 yEAR CORROSION WARRANTy   STANDARD  STANDARD  STANDARD

LIMITED PARTS AND LABOUR WARRANTy   3 yEAR  3 yEAR  3 yEAR

* UNDER EVALUATION   

350 SCi 450 SCi 300 TTDi

V8 V6


